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1
SONAR ASSEMBLY FOR REDUCED
INTERFERENCE

FIELD OF THE INVENTION

Embodiments of the present invention relate generally to
sonar systems and, more particularly, to a sonar assembly
configured for reduced interference between the elements of
the transducer used for transmitting and receiving the sonar
signal.

BACKGROUND OF THE INVENTION

Sonar (SOund Navigation And Ranging) has long been
used to detect waterborne or underwater objects. For
example, sonar devices may be used to determine depth and
bottom topography, detect fish, locate wreckage, etc. In this
regard, due to the extreme limits to visibility underwater,
sonar is typically the most accurate way to locate objects
underwater. Sonar transducer elements, or simply transduc-
ers, may convert electrical energy into sound or vibrations at
aparticular frequency. A sonar sound beam is transmitted into
and through the water and is reflected from objects it encoun-
ters. The transducer may receive the reflected sound (the
“sonar returns”) and convert the sound energy into electrical
energy. Based on the known speed of sound, it is possible to
determine the distance to and/or location of the waterborne or
underwater objects. The sonar return signals can also be pro-
cessed to be displayed in graphical form on a display device,
giving the user a “picture” of the underwater environment.
The signal processor and display may be part of a unit known
as a “sonar head” that is connected by a wire to the transducer
mounted remotely from the sonar head. Alternatively, the
sonar transducer may be an accessory for an integrated
marine electronics system offering other features such as
GPS, radar, etc.

Since the development of sonar, display technology has
also been improved in order to enable better interpretation of
sonar data. Strip chart recorders and other mechanical output
devices have been replaced by, for example, digital displays
such as LCDs (liquid crystal displays). Current display tech-
nologies continue to be improved in order to provide, for
example, high quality sonar data on multi-color, high resolu-
tion displays having a more intuitive output than early sonar
systems were capable of producing. Accordingly, it is desir-
able to provide improved sonar systems for better image

quality.
BRIEF SUMMARY OF THE INVENTION

With display capabilities advancing to the point at which
richly detailed information is able to be displayed, attention
has turned back to the transducer assembly in orderto provide
higher quality data for display. Furthermore, additional uses
have been developed for sonar systems as transducer and
display capabilities have evolved. For example, sonar sys-
tems have been developed to assist fishermen in identifying
fish and/or the features that tend to attract fish. Historically,
these types of sonar systems primarily analyzed the column
of'water beneath a watercraft with a cylindrical piezo element
that produces a conical beam, known as a conical beam trans-
ducer or simply as a circular transducer (referring to the shape
of'the face of the cylindrical element). However, the advent of
sidescan sonar technology enabled viewing of not only the
column of water beneath their vessel, but also the underwater
environment to either side of their vessel.
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Some sonar systems have been implemented with multiple
transducer elements, including a transducer element facing
generally downward (e.g., downscan) and one or more trans-
ducer elements facing generally to the side (e.g., sidescan).
Such systems have enabled advanced sonar returns and, ulti-
mately, enhanced image quality. However, multi-beam sonar
systems typically require very complex systems to support
the plurality of transducers that are employed in order to form
the multi-beam sonar system. Additionally, such multi-trans-
ducer element sonar systems often result in the presence of
interference between the transducer elements. For example,
the sound waves created by one of the sidescan transducer
elements may interfere with the sound waves produced by the
downscan transducer element, or vice versa. Such interfer-
ence may negatively affect the display quality of the sonar
returns.

Accordingly, embodiments of the present invention pro-
vide a sonar system that produces quality images with sub-
stantially reduced interference. In an example embodiment, a
transducer assembly is provided. The transducer assembly
comprises a housing mountable to a water craft capable of
traversing a surface of a body of water. The transducer assem-
bly further comprises a linear downscan transmit/receive
transducer element positioned within the housing and aimed
downwardly. The linear downscan transmit/receive trans-
ducer element is configured to transmit sonar pulses in the
form of a fan-shaped beam in at least a direction substantially
perpendicular to a plane corresponding to the surface of the
body of water, and is further configured to receive sonar
returns from the sonar pulses and convert sound energy of the
sonar returns into downscan sonar return data in the form of
electrical signals representative of the sound energy. The
transducer assembly further comprises at least one sidescan
receive-only transducer element positioned within the hous-
ing and aimed outwardly and downwardly. The at least one
sidescan receive-only transducer element is configured to
receive sonar returns from the sonar pulses and convert sound
energy of the sonar returns into sidescan sonar return data in
the form of electrical signals representative of the sound
energy.

In some embodiments, the transducer assembly further
comprises transmitter circuitry in communication with the
linear downscan transmit/receive transducer element. The
transmitter circuitry may be configured to transfer a transmit
signal to the linear downscan transmit/receive transducer ele-
ment to cause the linear downscan transmit/receive trans-
ducer element to transmit the sonar pulses. The transducer
assembly may further comprise receiver circuitry in commu-
nication with the linear downscan transmit/receive transducer
element and the at least one sidescan receive-only transducer
element. The receiver circuitry may be configured to transfer
said sonar return data from the linear downscan transmit/
receive transducer element and the at least one sidescan
receive-only transducer element for processing and genera-
tion of sonar image data for display to a user.

In some embodiments, the linear downscan transmit/re-
ceive transducer element may define a substantially rectan-
gular shape with a top surface, bottom surface, and opposing
side surfaces. The transducer assembly may further comprise
a sound-attenuating material configured to substantially
attenuate transmission of sonar pulses therethrough. The
sound-attenuating material may be positioned proximate to
the top surface of the linear downscan transmit/receive trans-
ducer element, the opposing sides and bottom surface being
free of the sound-attenuating material such that the linear
downscan transmit/receive transducer element is configured
to transmit sonar pulses from the bottom surface and oppos-
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ing side surfaces without transmitting sonar pulses from the
top surface. Additionally, the transducer assembly may fur-
ther comprise a shield configured to substantially attenuate
transmission of sonar pulses therethrough. The shield may be
positioned adjacent to the sound-attenuating material proxi-
mate to the top surface of the linear downscan transmit/
receive transducer element, the opposing sides and bottom
surface being free of the shield.

In some embodiments the at least one sidescan receive-
only transducer element may comprise a different material
than the linear downscan transmit/receive transducer ele-
ment. The at least one sidescan receive-only transducer ele-
ment may comprise a first sidescan receive-only transducer
element and a second sidescan receive-only transducer ele-
ment.

In another example embodiment, a sonar system is pro-
vided. The sonar system comprises a housing mountable to a
water craft capable of traversing a surface of a body of water.
The sonar system further comprises a linear downscan trans-
mit/receive transducer element positioned within the housing
and aimed downwardly. The linear downscan transmit/re-
ceive transducer element is configured to transmit sonar
pulses in the form of a fan-shaped beam in at least a direction
substantially perpendicular to a plane corresponding to the
surface of the body of water, and is further configured to
receive sonar returns from the sonar pulses and convert sound
energy of the sonar returns into downscan sonar return data in
the form of electrical signals representative of the sound
energy. The sonar system further comprises at least one side-
scan receive-only transducer element positioned within the
housing and aimed outwardly and downwardly. The at least
one sidescan receive-only transducer element is configured to
receive sonar returns from the sonar pulses and convert sound
energy of the sonar returns into sidescan sonar return data in
the form of electrical signals representative of the sound
energy. The sonar system further comprises a processor con-
figured to receive said sonar return data and generate sonar
image data for display to a user.

In some embodiments, the sonar system may further com-
prise transmitter circuitry in communication with the linear
downscan transmit/receive transducer element. The transmit-
ter circuitry may be configured to transfer a transmit signal to
the linear downscan transmit/receive transducer element to
cause the linear downscan transmit/receive transducer ele-
ment to transmit the sonar pulses. The sonar system may
further comprise receiver circuitry in communication with the
linear downscan transmit/receive transducer element and the
at least one sidescan receive-only transducer element. The
receiver circuitry may be configured to transfer said sonar
return data from the linear downscan transmit/receive trans-
ducer element and the at least one sidescan receive-only
transducer element to the processor.

In some embodiments, the linear downscan transmit/re-
ceive transducer element may define a substantially rectan-
gular shape with a top surface, bottom surface, and opposing
side surfaces. The sonar system may further comprise a
sound-attenuating material configured to substantially
attenuate transmission of sonar pulses therethrough. The
sound-attenuating material may be positioned proximate to
the top surface of the linear downscan transmit/receive trans-
ducer element, the opposing sides and bottom surfaces being
free of the sound-attenuating material such that the linear
downscan transmit/receive transducer element is configured
to transmit sonar pulses from the bottom surface and oppos-
ing side surfaces without transmitting sonar pulses from the
top surface. Additionally, the sonar system may further com-
prise a shield configured to substantially attenuate transmis-
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sion of sonar pulses therethrough. The shield may be posi-
tioned adjacent to the sound-attenuating material proximate
to the top surface of the linear downscan transmit/receive
transducer element, the opposing sides and bottom surfaces
being free of the shield.

In some embodiments, the at least one sidescan receive-
only transducer element may comprise a different material
than the linear downscan transmit/receive transducer ele-
ment. The at least one sidescan receive-only transducer ele-
ment may comprise a first sidescan receive-only transducer
element and a second sidescan receive-only transducer ele-
ment.

Inyet another example embodiment, a method is provided.
The method comprises transmitting sonar pulses from a linear
downscan transmit/receive transducer element positioned
within a housing mountable to a water craft capable of tra-
versing a surface of a body of water. Each of the sonar pulses
is transmitted as a fan-shaped beam in at least a direction
substantially perpendicular to a plane corresponding to the
surface of the body of water. The method further comprises
receiving sonar returns from the sonar pulses with the linear
downscan transmit/receive transducer element. The linear
downscan transmit/receive transducer element is configured
to convert sound energy of the sonar returns into downscan
sonar return data in the form of electrical signals representa-
tive of the sound energy. The method further comprises
receiving sonar returns from the sonar pulses with at least one
sidescan receive-only transducer element. The sidescan
receive-only transducer element is configured to convert
sound energy of the sonar returns into sidescan sonar return
data in the form of electrical signals representative of the
sound energy. The method further comprises processing, by a
processor, the downscan sonar return data received from the
linear downscan transmit/receive transducer element and the
sidescan sonar return data received from the at least one
sidescan transducer receive-only element to produce sonar
image data for display to a user.

In some embodiments, the method may further comprise
transferring a transmit signal through transmitter circuitry in
communication with the linear downscan transmit/receive
transducer element to cause the linear downscan transmit/
receive transducer element to transmit the sonar pulses. The
method may further comprise transferring the downscan
sonar data indicative of the sonar returns received by the
linear downscan transmit/receive transducer element through
a first receiver circuitry in communication with the linear
downscan transmit/receive transducer element to the proces-
sor. The method may further comprise transferring the side-
scan sonar data indicative of the sonar returns received by the
at least one sidescan transducer receive only element through
a second receiver circuitry in communication with the at least
one sidescan transducer receive only element to the proces-
SOf.

In some embodiments, transmitting sonar pulses from the
linear downscan transmit/receive transducer element may
comprise transmitting sonar pulses from a bottom surface and
opposing side surfaces without transmitting sonar pulses
from a top surface of the linear downscan transmit/receive
transducer element. A sound-attenuating material may be
positioned proximate to the top surface of the linear down-
scan transmit/receive transducer element. The sound-attenu-
ating material is configured to substantially attenuate trans-
mission of sonar pulses therethrough.

In some embodiments, receiving sonar returns from the
sonar pulses with the at least one sidescan receive-only trans-
ducer element may comprise receiving sonar returns from the
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sonar pulses with a first sidescan receive-only transducer
element and a second sidescan receive-only transducer ele-
ment.

In another example embodiment, a transducer assembly is
provided. The transducer assembly comprises a housing
mountable to a water craft capable of traversing a surface of a
body of water. The transducer assembly further comprises a
linear downscan transducer element positioned within the
housing and aimed downwardly. The linear downscan trans-
ducer element is configured to transmit sonar pulses. The
linear transducer element defines a substantially rectangular
shape with a top surface, bottom surface, and opposing side
surfaces. The transducer assembly further comprises a sound-
attenuating material configured to substantially attenuate
transmission of sonar pulses therethrough. The sound-attenu-
ating material is positioned proximate to the top surface of the
linear transducer element, the opposing sides and bottom
surface being free of the sound-attenuating material such that
the linear transducer element is configured to transmit sonar
pulses from the bottom surface and opposing side surfaces
without transmitting sonar pulses from the top surface.

In some embodiments, the transducer assembly may fur-
ther comprise a shield configured to substantially attenuate
transmission of sonar pulses therethrough. The shield may be
positioned adjacent to the sound-attenuating material proxi-
mate to the top surface of the linear downscan transducer
element, the opposing sides and bottom surface being free of
the shield.

In some embodiments, the linear downscan transducer ele-
ment may comprise a linear downscan transmit/receive trans-
ducer element configured to transmit sonar pulses in the form
of a fan-shaped beam in at least a direction substantially
perpendicular to a plane corresponding to the surface of the
body of water. The linear downscan transmit/receive trans-
ducer element may be further configured to receive sonar
returns from the sonar pulses and convert sound energy of the
sonar returns into downscan sonar return data in the form of
electrical signals representative of the sound energy. The
transducer assembly may further comprise at least one side-
scan receive-only transducer element positioned within the
housing and aimed outwardly and downwardly. The at least
one sidescan receive-only transducer element may be config-
ured to receive sonar returns from the sonar pulses and con-
vert sound energy of the sonar returns into sidescan sonar
return data in the form of electrical signals representative of
the sound energy.

In some embodiments, the transducer assembly may fur-
ther comprise transmitter circuitry in communication with the
linear downscan transmit/receive transducer element. The
transmitter circuitry may be configured to transfer a transmit
signal to the linear downscan transmit/receive transducer ele-
ment to cause the linear downscan transmit/receive trans-
ducer element to transmit the sonar pulses. The transducer
assembly may further comprise receiver circuitry in commu-
nication with the linear downscan transmit/receive transducer
element and the at least one sidescan receive-only transducer
element. The receiver circuitry may be configured to transfer
said sonar return data from the linear downscan transmit/
receive transducer element and the at least one sidescan
receive-only transducer element for processing and genera-
tion of sonar image data for display to a user.

In some embodiments, the at least one sidescan receive-
only transducer element may comprise a different material
than the linear downscan transmit/receive transducer ele-
ment. The at least one sidescan receive-only transducer ele-
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ment may comprise a first sidescan receive-only transducer
element and a second sidescan receive-only transducer ele-
ment.

BRIEF DESCRIPTION OF THE SEVERAL
VIEWS OF THE DRAWING(S)

Having thus described the invention in general terms, ref-
erence will now be made to the accompanying drawings,
which are not necessarily drawn to scale, and wherein:

FIG. 1 is a diagram illustrating an example of a sonar
transducer emitting sonar pulses from a boat;

FIG. 2 is a basic block diagram illustrating a sonar system,
in accordance with example embodiments described herein;

FIG. 2A is a basic block diagram illustrating another sonar
system, in accordance with example embodiments described
herein;

FIG. 2B is a basic block diagram illustrating another sonar
system, in accordance with example embodiments described
herein;

FIG. 3 is a diagram illustrating a more detailed view of a
transducer assembly, in accordance with example embodi-
ments described herein;

FIG. 4A illustrates a side view showing a beam pattern
produced by the transducer assembly shown in FIG. 3, in
accordance with example embodiments described herein;

FIG. 4B illustrates a top view showing a beam pattern
produced by the transducer assembly shown in FIG. 3, in
accordance with example embodiments described herein;

FIG. 5 is a diagram illustrating a cross section of compo-
nents in a containment volume of a housing for a transducer
assembly, in accordance with example embodiments
described herein;

FIG. 6 A shows an example of beam coverage for primary
energy levels of an 800 kHz operating frequency of the trans-
ducer assembly shown in FIG. 5, in accordance with example
embodiments described herein;

FIG. 6B shows an example of beam coverage for primary
energy levels of a 455 kHz operating frequency of the trans-
ducer assembly shown in FIG. 5, in accordance with example
embodiments described herein;

FIG. 7A illustrates an example beam pattern polar coordi-
nate graph for an 800 kHz operating frequency of the trans-
ducer assembly shown in FIG. 5, in accordance with example
embodiments described herein;

FIG. 7B illustrates an example beam pattern polar coordi-
nate graph for a 455 kHz operating frequency of the trans-
ducer assembly shown in FIG. 5, in accordance with example
embodiments described herein;

FIG. 8 is a transparent perspective view of components in
a containment volume of a housing for an exemplary trans-
ducer assembly, in accordance with example embodiments
described herein;

FIG. 8A is a cross-sectional view of the transducer assem-
bly shown in FIG. 8 taken along Line 8A in FIG. 8, in accor-
dance with example embodiments described herein;

FIG. 8B is a cross-sectional view of the transducer assem-
bly shown in FIG. 8 taken along Line 8A in FIG. 8, wherein
example beam coverage is illustrated, in accordance with
example embodiments described herein;

FIG. 8C is another cross-sectional view of the transducer
assembly shown in FIG. 8 taken along Line 8A in FIG. 8,
wherein example beam coverage is illustrated, in accordance
with example embodiments described herein;

FIG. 9A illustrates an example beam pattern for primary
energy levels of an 800 kHz operating frequency of the trans-
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ducer assembly shown in FIG. 8, in accordance with example
embodiments described herein;

FIG. 9B illustrates an example beam pattern for primary
energy levels of a 455 kHz operating frequency of the trans-
ducer assembly shown in FIG. 8, in accordance with example
embodiments described herein;

FIG. 10A illustrates example sonar images that may be
produced based on data from the transducer assembly shown
in FIG. 8, in accordance with example embodiments
described herein;

FIG. 10B illustrates example sonar images that may be
produced based on data from the transducer assembly shown
in FIG. 5, in accordance with example embodiments
described herein;

FIG. 11 illustrates an example method of operating an
example transducer assembly, in accordance with example
embodiments described herein; and

FIG. 12 is a diagram illustrating a more detailed view of
another example transducer assembly, in accordance with
example embodiments described herein.

DETAILED DESCRIPTION OF THE INVENTION

Exemplary embodiments of the present invention now will
be described more fully hereinafter with reference to the
accompanying drawings, in which some, but not all embodi-
ments of the invention are shown. Indeed, the invention may
be embodied in many different forms and should not be
construed as limited to the exemplary embodiments set forth
herein; rather, these embodiments are provided so that this
disclosure will satisfy applicable legal requirements. Like
reference numerals refer to like elements throughout.

Sonar systems, such as sonar depth finders, sidescan
sonars, downscan sonars, and sonar fish finders, are com-
monly employed by boaters, sport fishermen, search and res-
cue personnel, researchers, surveyors, and others. With ref-
erence to FIG. 1, a boat 10 may include a sonar system
configured to create electrical pulses from a transceiver. A
transducer then converts the electrical pulse into sound waves
12, which are sent into the water. In the depicted embodiment,
a fan-shaped sound beam (e.g., a beam shape created from
one or more rectangular transducers) is being transmitted into
the water, however, as will be apparent to one of ordinary skill
in the art in view of this disclosure, other sound beam con-
figurations (e.g., conical shaped, elliptical shaped, multiple
conical shaped, etc.) may be transmitted.

When the sound waves 12 strike anything of differing
acoustic impedance (e.g., the sea floor or something sus-
pended in the water above the bottom), the sound waves 12
reflect off that object. These echos or sonar returns may strike
the transducer (or, in some cases, a separate receiver ele-
ment), which converts the echos back into an electrical signal
which is processed by a processor (e.g., sonar signal proces-
sor 32 shown in FIG. 2) and sent to a display (e.g., an LCD)
mounted in the cabin or other convenient location in the boat.
This process is often called “sounding”. Since the speed of
sound in water is constant (approximately 4800 feet per sec-
ond in fresh water), the time lapse between the transmitted
signal and the received echos can be measured and the dis-
tance to the objects determined. This process repeats itself
many times per second. The results of many soundings are
used to build a picture on the display of the underwater world.

For example, the sound waves 12 may bounce off the floor
14 of the body of water and reflect back to the boat, thereby
indicating a depth of the water at that location. Sometimes,
the floor 14 may have an uneven topography (e.g., a raised
surface 16) that may reflect different depths of the water at
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different locations. In such a circumstance, the sound waves
12 reflect off the various floor surfaces and back to the boat
10. If the raised surface 16 is closer to the boat 10, the sound
waves 12 will reach the boat 10 faster and the sonar system
will calculate that the depth is shallower at raised surface 16
than at surface 14. Additionally, objects on the floor (e.g.,
sunken logs, rocks, wreckage of ships, etc.) reflect the sonar
beams and are detected as topographical features. Fish in the
water also create their own characteristic sonar returns.

The active element in a transducer may comprise at least
one man-made crystal (e.g., lead zirconate or barium titan-
ate). A conductive coating is applied to sides of the crystal.
Wires are soldered to these coatings so the crystal can be
attached to a cable which transfers the electrical energy from
the transmitter to the crystal. As an example, when the fre-
quency of the electrical signal is the same as the mechanical
resonant frequency of the crystal, the crystal moves, creating
sound waves at that frequency. The shape of the crystal deter-
mines both its resonant frequency and shape and angle of the
emanated sound beam. For round crystals, the thickness
determines its frequency and the diameter determines the
cone angle or angle of coverage. For example at 200 kHz, a 20
degree cone angle crystal is approximately one inch in diam-
eter, whereas an eight degree cone requires a crystal that is
about two inches in diameter. Sometimes it is desirable to
have coverage which is wide in one direction (x axis) but
narrow in the perpendicular direction (y axis). This fan
shaped beam is usually produced by a rectangular element or
an elliptical element (e.g., an element with an appropriate
length to width ratio). Moreover, in some embodiments, more
than one transducer may be used to create increased or
enhanced sound wave coverage. Likewise, in some embodi-
ments, more than one crystal may be used to create increased
or enhanced sound wave coverage. Further information
regarding creation of sound energy by differently shaped
transducer elements may be found in the article “ITC Appli-
cation Equations for Underwater Sound Transducers”, which
was published by International Transducer Corporation in
1995, Rev. 8/00, which is hereby incorporated by reference in
its entirety.

Frequencies used by sonar devices vary but the most com-
mon ones range from 50 KHz to over 900 KHz depending on
application. Some sonar systems vary the frequency within
each sonar pulse using “chirp” technology. These frequencies
are in the ultrasonic sound spectrum and are inaudible to
humans.

FIG. 2 is a basic block diagram illustrating a sonar system
30 capable for use with multiple example embodiments of the
present invention. As shown, the sonar system 30 may include
anumber of different modules or components, each of which
may comprise any device or means embodied in either hard-
ware, software, or a combination of hardware and software
configured to perform one or more corresponding functions.
For example, the sonar system 30 may include a sonar signal
processor 32, a transceiver 34 and a transducer assembly 36
and/or numerous other peripheral devices such as one or more
multi-function displays 38. One or more of the modules may
be configured to communicate with one or more of the other
modules to process and/or display data, information or the
like from one or more of the modules. The modules may also
be configured to communicate with one another in any of a
number of different manners including, for example, via a
network 40. In this regard, the network 40 may be any of a
number of different communication backbones or frame-
works including, for example, Ethernet, the NMEA 2000
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framework or other suitable networks. The network may also
support other data sources, including GPS, autopilot, engine
data, compass, radar, etc.

The display 38 may be configured to display images and
may include or otherwise be in communication with a user
interface 39 configured to receive an input from a user. The
display 38 may be, for example, a conventional LCD (liquid
crystal display), a touch screen display, or any other suitable
display known in the art upon which images may be rendered.
Although each display 38 of FIG. 2 is shown as being con-
nected to the sonar signal processor 32 via the network and/or
via an Ethernet hub, the display 38 could alternatively be in
direct communication with the sonar signal processor 32 in
some embodiments, or the display 38, sonar signal processor
32 and user interface 39 could be in a single housing. The user
interface 39 may include, for example, a keyboard, keypad,
function keys, mouse, scrolling device, input/output ports,
touch screen, or any other mechanism by which a user may
interface with the system. Moreover, in some cases, the user
interface 39 may be a portion of one or more of the displays
38.

In an example embodiment, the sonar signal processor 32,
the transceiver 34 and an Ethernet hub 42 or other network
hub may form a sonar module 44. As such, for example, in
some cases, the transducer assembly 36 may simply be placed
into communication with the sonar module 44, which may
itself be a mobile device that may be placed (but not neces-
sarily mounted in a fixed arrangement) in the vessel to permit
easy installation of one or more displays 38, each of which
may be remotely located from each other and operable inde-
pendent of each other. In this regard, for example, the Ether-
net hub 42 may include one or more corresponding interface
ports for placing the network 40 in communication with each
display 38 in a plug-n-play manner. As such, for example, the
Ethernet hub 42 may not only include the hardware needed to
enable the displays 38 to be plugged into communication with
the network 40 via the Ethernet hub 42, but the Ethernet hub
42 may also include or otherwise be in communication with
software modules for providing information to enable the
sonar module 44 to communicate with one or more different
instances of the display 38 that may or may not be the same
model or type of display and that may display the same or
different information. In other words, the sonar module 44
may store configuration settings defining a predefined set of
display types with which the sonar module is compatible so
that if any of the predefined set of display types are placed into
communication with the sonar module 44, the sonar module
44 may operate in a plug-n-play manner with the correspond-
ing display types. Accordingly, the sonar module 44 may
include a memory storing device drivers accessible to the
Ethernet hub 42 to enable the Ethernet hub 42 to properly
work with displays for which the sonar module 44 is compat-
ible. The sonar module 44 may also be enabled to be upgraded
with additional device drivers or transceivers to enable expan-
sion of the numbers and types of devices with which the sonar
module 44 may be compatible. In some cases, the user may
select a display type to check whether a display type is sup-
ported and, if the display type is not supported, contact a
network entity to request software and/or drivers for enabling
support of the corresponding display type.

The sonar signal processor 32 may be any means such as a
device or circuitry operating in accordance with software or
otherwise embodied in hardware or a combination of hard-
ware and software (e.g., a processor operating under software
control or the processor embodied as an application specific
integrated circuit (ASIC) or field programmable gate array
(FPGA) specifically configured to perform the operations
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described herein, or a combination thereof) thereby config-
uring the device or circuitry to perform the corresponding
functions of the sonar signal processor 32 as described herein.
In this regard, the sonar signal processor 32 may be config-
ured to analyze electrical signals communicated thereto by
the transceiver 34 to provide sonar data indicative of the size,
location, shape, etc. of objects detected by the sonar system
30. For example, the sonar signal processor 32 may be con-
figured to receive sonar return data and process the sonar
return data to generate sonar image data for display to a user
(e.g., on display 38). Moreover, in some embodiments, the
sonar signal processor 32 may be configured to receive down-
scan sonar return data and sidescan sonar return data for
processing and generation of sonar image data for display to
a user.

In some cases, the sonar signal processor 32 may include a
processor, a processing element, a coprocessor, a controller or
various other processing means or devices including inte-
grated circuits such as, for example, an ASIC, FPGA or hard-
ware accelerator, that is configured to execute various pro-
grammed operations or instructions stored in a memory
device. The sonar signal processor 32 may further or alterna-
tively embody multiple compatible additional hardware or
hardware and software items to implement signal processing
or enhancement features to improve the display characteris-
tics or data or images, collect or process additional data, such
as time, temperature, GPS information, waypoint designa-
tions, or others, or may filter extraneous data to better analyze
the collected data. It may further implement notices and
alarms, such as those determined or adjusted by a user, to
reflect depth, presence of fish, proximity of other watercraft,
etc. Still further, the processor, in combination with suitable
memory, may store incoming transducer data or screen
images for future playback or transfer, or alter images with
additional processing to implement zoom or lateral move-
ment, or to correlate data, such as fish or bottom features to a
GPS position or temperature. In an exemplary embodiment,
the sonar signal processor 32 may execute commercially
available software for controlling the transceiver 34 and/or
transducer assembly 36 and for processing data received
therefrom.

The transceiver 34 may be any means such as a device or
circuitry operating in accordance with software or otherwise
embodied in hardware or a combination of hardware and
software (e.g., a processor operating under software control
or the processor embodied as an ASIC or FPGA specifically
configured to perform the operations described herein, or a
combination thereof) thereby configuring the device or cir-
cuitry to perform the corresponding functions of the trans-
ceiver 34 as described herein. In this regard, for example, the
transceiver 34 may include (or be in communication with)
circuitry (e.g., transmitter circuitry 71 shown in FIG. 2A) for
providing one or more transmission electrical signals to the
transducer assembly 36 for conversion to sound pressure
signals based on the provided electrical signals to be trans-
mitted as a sonar pulse. The transceiver 34 may also include
(or be in communication with) circuitry (e.g., receiver cir-
cuitry 72 shown in FIG. 2A) for receiving one or more elec-
trical signals produced by the transducer assembly 36 respon-
sive to sound pressure signals received at the transducer
assembly 36 based on echo or other return signals received in
response to the transmission of a sonar pulse. The transceiver
34 may be in communication with the sonar signal processor
32 to both receive instructions regarding the transmission of
sonar signals and to provide information on sonar returns to
the sonar signal processor 32 for analysis and ultimately for
driving one or more of the displays 38 based on the sonar
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returns. In some embodiments, the transmitter circuitry 71
and/or receiver circuitry 72 may be positioned within the
transceiver 34 or sonar module 44. In other embodiments the
transmitter circuitry 71 and/or receiver circuitry 72 may be
positioned within the transducer assembly 36. Likewise, in
some embodiments, the transmitter circuitry 71 and/or
receiver circuitry 72 may be positioned separate from the
transducer assembly 36 and transceiver 34/sonar module 44.

The transducer assembly 36 according to an exemplary
embodiment may be provided in one or more housings that
provide for flexible mounting with respect to a hull of the
vessel on which the sonar system 30 is employed. In this
regard, for example, the housing may be mounted onto the
hull of the vessel or onto a device or component that may be
attached to the hull (e.g., a trolling motor or other steerable
device, or another component that is mountable relative to the
hull of the vessel), including a bracket that is adjustable on
multiple axes, permitting omnidirectional movement of the
housing.

The transducer assembly 36 may include one or more
transducer elements positioned within the housing, as
described in greater detail below. In some embodiments, each
of'the transducer elements may be positioned within the hous-
ing so as to point toward a different area under or to the side
of'the vessel. For example, some example transducer assem-
blies (e.g., shown in FIG. 5 or FIG. 8) are configured such that
the transducer elements are oriented within the housing such
that one transducer element faces generally downwardly
(e.g., a downscan transducer element) and two other trans-
ducer elements face generally outwardly and downwardly
(e.g., sidescan transducer elements).

The transducer elements can convert electrical energy into
sound energy (i.e., transmit) and also convert sound energy
(e.g., via detected pressure changes) into an electrical signal
(i.e., receive), although some transducers may act only as a
hydrophone for converting sound energy into an electrical
signal without operating as a transmitter, or only operating to
convert an electrical signal into sound energy without oper-
ating as a receiver. Depending on the desired operation of the
transducer assembly, each of the transducer elements may be
configured to transmit sonar pulses and/or receive sonar
returns as desired.

In some embodiments, the transducer assembly 36 may
comprise a combination of transducer elements that are con-
figured to transmit sonar pulses and receive sonar returns and
transducer elements that are configured to receive sonar
returns only. For example, with reference to FIG. 2A, the
transducer assembly 36 may comprise a first transducer ele-
ment 66, a second transducer element 62, and a third trans-
ducer element 64.

In some embodiments, the first transducer element 66 may
be configured as a transmit/receive transducer element. Such
a transmit/receive transducer element may be configured to
transmit sonar pulses and be configured to receive sonar
returns. Additionally, the transmit/receive transducer element
may be configured to convert sound energy of the sonar
returns into sonar return data in the form of electrical signals
representative of the sound energy. For example, in the
depicted embodiment of FIG. 2A, the transceiver 34 and/or
sonar signal processor 32 may be configured to transfer a
transmit signal to the first transducer element 66 to cause the
first transducer element 66 to transmit sonar pulses. In some
embodiments, the transmit signal may be transferred through
transmitter circuitry 71. However, being a transmit/receive
transducer element, the first transducer element 66 is also
configured to transfer sonar return data to the transceiver 34
and/or sonar signal processor 32 for processing and genera-
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tion of sonar image data for display to a user (e.g., with
display 38). In some embodiments, the sonar return data may
be transferred to the transceiver/processor through receiver
circuitry 72.

In some embodiments, the second and third transducer
elements 62, 64 may be configured as receive-only transducer
elements. Such a receive-only transducer element may be
configured to receive sonar returns without transmitting sonar
pulses. In particular, the receive-only transducer element may
be configured to receive sonar returns from sonar pulses (e.g.,
the sonar pulses transmitted by the first transducer element
66) and convert the sound energy of the sonar returns into
sonar return data in the form of electrical signals representa-
tive of the sound energy. For example, in the depicted
embodiment of FIG. 2A, the second transducer element 62
and the third transducer element 64 are configured to transfer
sonar return data to the transceiver 34 and/or sonar signal
processor 32 for processing and generation of sonar image
data for display to a user (e.g., with display 38). In some
embodiments, the sonar return data may be transferred to the
transceiver/processor through receiver circuitry 72. Thus, in
some embodiments, a receive-only transducer element may
be in communication with the transceiver/processor through
receiver circuitry 72 only and may not be in communication
with the transceiver/processor through transmitter circuitry
71. A further example of a transducer assembly consistent
with the transducer assembly 36 shown in FIG. 2A is shown
and described with respect to FIG. 8.

In other embodiments, the transducer assembly 36 may
comprise any combination or any number of transducer ele-
ments configured to transmit sonar pulses and/or receive
sonar returns (e.g., 4 receive-only and 1 transmit/receive
transducer elements, 2 receive-only and 2 transmit/receive
transducer elements, etc.). Moreover, the transducer elements
may be configured in any orientation with respect to each
other. For example, a transducer assembly may comprise two
sidescan transducer elements configured as transmit/receive
transducer elements and one downscan transducer element
configured as a receive-only transducer element.

In some embodiments, the transducer assembly 36 may
comprise one or more transducer elements 60, each being
configured to transmit sonar pulses and receive sonar returns.
For example, with reference to an embodiment shown in
FIGS. 5, 6A, and 6B, the transducer assembly 96 may com-
prise a first transducer element 66', a second transducer ele-
ment 62', and third transducer element 64' configured to trans-
mit sonar pulses and receive sonar returns. An example
schematic of such a transducer assembly is shown in FIG. 2B.

FIG. 3 is a diagram illustrating a more detailed view of a
transducer assembly 36 according to an example embodi-
ment. As shown in FIG. 3, the transducer assembly 36 may
include a housing 50 that may include mounting holes 52
through which screws, rivets, bolts or other mounting devices
may be passed in order to fix the housing 50 to a mounting
bracket, a device attached to a vessel or to the hull of the
vessel itself. However, in some cases, the housing 50 may be
affixed by welding, adhesive, snap fit or other coupling
means. The housing 50 may be mounted to a portion of the
vessel, or to a device attached to the vessel, that provides a
relatively unobstructed view of both sides of the vessel. Thus,
for example, the housing 50 may be mounted on or near the
keel (or centerline) of the vessel, on a fixed or adjustable
mounting bracket that extends below a depth of the keel (or
centerline) of the vessel, or on a mounting device thatis offset
from the bow or stern of the vessel.

The housing 50 may include a recessed portion defining
containment volume 54 for holding transducer elements 60
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(e.g., in FIG. 5, the first, second, and third transducer ele-
ments 66', 62', 64'). The recessed portion defining the con-
tainment volume may extend away from the hull of the vessel
on which the housing 50 is mounted and therefore protrude
into the water on which the vessel operates (or in which the
vessel operates in a case where the transducer assembly 36 is
mounted to a tow fish or other submersible device). To prevent
cavitation or the production of bubbles due to uneven flow
over the housing 50, the housing 50 (and in particular the
containment volume portion of the housing) may have a
gradual, rounded or otherwise streamlined profile to permit
laminar flow of water over the housing 50. In some examples,
an insulated cable 58 may provide a conduit for wiring (e.g.,
transmitter circuitry 71 or receiver circuitry 72) to couple
each of the transducer elements 60 to the sonar module 44.

The shape of a transducer element largely determines the
type of beam that is formed when that transducer element
transmits a sonar pulse (e.g., a circular transducer element
emits a cone-shaped beam, a linear transducer emits a fan-
shaped beam, etc.). In some embodiments, a transducer ele-
ment may comprise one or more transducer elements posi-
tioned to form one transducer element. For example, a linear
transducer element may comprise two or more rectangular
transducer elements aligned with each other so as to be col-
linear. In some embodiments, three transducer elements
aligned in a collinear fashion (e.g., end to end) may define one
linear transducer element.

Likewise, transducer elements may comprise different
types of materials that cause different sonar pulse properties
upon transmission. For example, the type of material may
determine the strength of the sonar pulse. Additionally, the
type of material may affect the sonar returns received by the
transducer element. As such, embodiments of the present
invention are not meant to limit the shape or material of the
transducer elements. Indeed, while depicted and described
embodiments generally detail a linear transducer element
made of piezoelectric material, other shapes and types of
material are applicable to embodiments of the present inven-
tion.

In some embodiments, each of the transducer elements 60
may be a linear transducer element. Thus, for example, each
of'the transducer elements 60 may be substantially rectangu-
lar in shape and made from a piezoelectric material such as a
piezoelectric ceramic material, as is well known in the art.

As noted above, some of the transducer elements 60 may be
configured to transmit and receive sonar pulses (e.g., trans-
mit/receive transducer elements). While the transducer ele-
ments 60 may be described herein as transmit/receive trans-
ducer elements, in some embodiments, the transducer
elements 60 may be configured as receive-only transducer
elements, or in other cases, transmit-only transducer ele-
ments.

In transducer elements that transmit, during transmission
of sonar pulses, the piezoelectric material, being disposed in
a rectangular arrangement, provides for an approximation of
a linear array having beamwidth characteristics that are a
function of the length and width of the rectangular face of the
transducer elements and the frequency of operation. In an
example embodiment, a transducer element 60 may be con-
figured to operate in accordance with at least two operating
frequencies. Inthis regard, for example, a frequency selection
capability may be provided by the sonar module 44 to enable
the user to select one of at least two frequencies of operation.
In one example, one operating frequency may be set to about
800 kHz and another operating frequency may be set to about
455 kHz. Furthermore, the length of the transducer elements
may be set to about 204 mm (or approximately 8 inches)
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while the width is set to about 3 mm to thereby produce beam
characteristics corresponding to a fan of about 0.8 degrees by
about 32 degrees at 800 kHz or about 1.4 degrees by about 56
degrees at 455 kHz. For example, when operating at 455 kHz,
the length and width of the transducer elements 60 may be
such that the beamwidth of sonar beam produced by the
transducer elements 60 in a direction parallel to a longitudinal
length (L) of the transducer elements 60 is less than about five
percent as large as the beamwidth of the sonar beam in a
direction (w) perpendicular to the longitudinal length of the
transducer elements 60. As such, in some embodiments, any
length and width for a transducer element may be used.
Lengths longer than 8 inches may be appropriate at operating
frequencies lower than those indicated above, and lengths
shorter than 8 inches may be appropriate at frequencies
higher than those indicated above.

It should be noted that although the widths of various
beams are shown and described herein, the widths being
referred to do not necessarily correspond to actual edges
defining limits to where energy is placed in the water. As such,
although beam patterns and projections of beam patterns are
generally shown herein as having fixed and typically geo-
metrically shaped and sharply defined boundaries, those
boundaries merely correspond to the -3 dB (or half power)
points for the transmitted beams. In other words, energy
measured outside of the boundaries shown is less than half of
the energy transmitted, but this sound energy is present none-
theless. Thus, some of the boundaries shown are merely theo-
retical half power point boundaries.

Although dual frequency operations providing a specific
beam fan for each respective element for given lengths are
described above, it should be understood that other operating
ranges could alternatively be provided with corresponding
different transducer element sizes and corresponding difter-
ent beamwidth characteristics. Moreover, in some cases, the
sonar module 44 may include a variable frequency selector, to
enable an operator to select a particular frequency of choice
for the current operating conditions. However, in all cases
where the longitudinal length of the transducer elements 60 is
generally parallel with the centerline of the vessel, the rect-
angular shape of the transducer elements 60 provides for a
narrow beamwidth in a direction substantially parallel to the
centerline of the vessel and wide beamwidth in a direction
substantially perpendicular to the centerline of the vessel.
However, if the transducer assembly 36 is mounted in a dif-
ferent fashion or to a rotatable accessory on the vessel (e.g., a
trolling motor mount), the fan-shaped beams produced will
have the wide beamwidth in a direction substantially perpen-
dicular to the longitudinal length of the transducer elements
60 and a narrow beamwidth in a direction substantially par-
allel to the longitudinal length of the transducer elements 60.
Thus, the sonar could also be oriented to provide fore and aft
oriented fan-shaped beams or any other orientation relative to
the vessel in instances where motion of the vessel is not
necessarily in a direction aligned with the centerline of the
vessel.

As noted above, the transducer elements 60 may be ori-
ented inside the housing 50 to cover different areas under-
neath the vessel. For example, with reference to FIGS. 3, 4A,
and 4B, the transducer elements 60 may be oriented such that
one transducer element faces downwardly, such that it forms
a downscan transducer element, and the other two transducer
elements may face outwardly and downwardly, such that they
each form sidescan transducer elements. A linear downscan
transducer element is one that faces such that, during trans-
mission, it transmits sonar pulses in the form of a fan-shaped
beam in a direction substantially perpendicular to a place
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corresponding to the surface of the body of water. A linear
sidescan transducer element (if configured for transmission
of sonar pulses) is one that faces such that, during transmis-
sion, it transmits sonar pulses in the form of a fan-shaped
beam at the angle at which the sidescan element is facing
(e.g., 30 degrees down from horizontal).

FIGS. 4A and 4B show side and top views, respectively,
illustrating the beam characteristics produced by an example
embodiment of the present invention. In this regard, FIG. 4A
illustrates a side view showing the transducer assembly 36
mounted to a bracket that extends from the aft end of the
centerline of the vessel (e.g., boat). As shown in FIG. 4A, the
beam produced by the transducer assembly 36 is relatively
narrow in the direction substantially parallel to the centerline
of the vessel if the transducer elements are aligned for a
generally coplanar beam. FIG. 4A also includes a cutaway
view of the transducer assembly 36 to show the orientation of
the transducer elements 60 in context relative to the vessel
according to this example.

Meanwhile, FIG. 4B shows a top view of the beam pro-
duced by the transducer assembly 36 if the transducer ele-
ments are aligned with their respective beams generally
coplanar. As shown in FIG. 4B, the beams produced by the
transducer assembly are relatively narrow in the fore-to-aft
direction and relatively wide in the direction substantially
perpendicular to the centerline of the vessel, extending out to
both sides and also covering the water column beneath the
vessel, as described below. FIG. 4B also includes a cutaway
view of the transducer assembly 36 to show the orientation of
the transducer elements 60 in context relative to the vessel
according to this example.

FIG. 5 illustrates one example transducer assembly 96 of
an arrangement of linear transducer elements 60 within a
containment volume 54. In such embodiments described with
respect to FIG. 5, each of the transducer elements are config-
ured as transmit/receive transducer elements. The transducer
elements 60 may include a port side element 62' positioned to
scan substantially to the port side of the vessel, a starboard
side element 64' positioned to scan substantially to the star-
board side of the vessel, and a downscan element 66' posi-
tioned to scan substantially below the vessel.

As shown in FIG. 5, in an example embodiment, both the
port side element 62' and the starboard side element 64' may
be oriented to face slightly below a surface of the water on
which the vessel travels. In one example, both the port side
element 62' and the starboard side element 64' may be ori-
ented such that the widest dimension of the beamwidth of
each respective element is centered at 30 degrees below a
plane substantially parallel to the surface of the water. This
angle typically varies from 20 degrees to 40 degrees, but may
also be at different angles. Meanwhile, the downscan linear
element 66' may be positioned such that the widest dimension
of the beamwidth of the downscan element 66' is centered at
90 degrees below the plane substantially parallel to the sur-
face of the water. In other words, the downscan element 66'
has the central portion of its fan shape aimed straight down.

The containment volume 54 may include electrical con-
nections (e.g., to a printed circuit board 63) to communicate
with the transceiver 34, and may include supports, struts, rods
or other supporting structures to secure each of the linear
transducer elements 60 in their respective orientations. The
transducer elements 60 may be held in place or otherwise
affixed to the supporting structures via adhesive or any other
suitable joining material and the angles at which the trans-
ducer elements 60 are affixed relative to each other and to the
housing 50 may vary as necessary or as desired. Additionally,
in some embodiments, the containment volume 54 may also
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contain the transceiver 34 and/or processor 32. In some
embodiments, the printed circuit board 63 may include trans-
mitter circuitry 71 and/or receiver circuitry 72.

FIG. 6A shows an example of beam coverage for an 800
kHz operating frequency in one example embodiment. As
such, the beamwidth (e.g., width between the half power
points) of each of the three linear transducer elements 60 is
about 32 degrees. FIG. 6B shows an example of beam cover-
age for a 455 kHz operating frequency in one example
embodiment, thereby providing about 56 degrees of beam-
width for each of the three linear transducer elements 60.
Accordingly, at least conceptually, in each of the example
embodiments of FIGS. 6A and 6B, the three fan-shaped seg-
ments together suggest a discontinuous set of three separate
fan shaped beam. However, as noted above, in actuality the
fan-shaped beams of the sidescan transducer elements and the
fan-shaped beam of the downscan transducer element overlap
and are not be confined within a strictly defined 32 degree arc
(as shown in FIG. 6A) or a 52 degree arc (as shown in FIG.
6B). In fact, such sonar pulses that form the fan-shaped beam
actually overlap with each other, thereby creating interfer-
ence between the sonar pulses. This interference may resultin
inconsistencies within the sonar returns, which may result in
imperfections in the display of the sonar image.

FIGS. 7A and 7B illustrate signs of interference in the
beam pattern created by transmission of sonar pulses from
embodiments in which both sidescan transducer elements and
the downscan transducer element are configured to simulta-
neously transmit sonar pulses (e.g., shown in FIGS. 5, 6A,
and 6B). For example, FIG. 7A illustrates an example beam
pattern for an 800 kHz operating frequency of the transducer
assembly shown in FIG. 5. The beam pattern illustrates peak
performance relative to the orientation of the downscan trans-
ducer element (e.g., approximately O degrees) and the sides-
can transducer elements (e.g., approximately —60 degrees and
approximately 60 degrees). However, the beam pattern also
illustrates interference in the form of “ripples” (e.g., ripple
17). Such ripples illustrate the adding together of and cancel-
ing out of sound waves from the overlapping of sound waves
from the sonar pulses of different transducer elements. Like-
wise, FIG. 7B illustrates an example beam pattern for a 455
kHz operating frequency of the transducer assembly shown in
FIG. 5. Similar to the beam pattern of the 800 kHz operating
frequency, the beam pattern of the 455 kHz operating fre-
quency also includes peak performance relative to the orien-
tation of the downscan transducer element (e.g., approxi-
mately O degrees) and the sidescan transducer elements (e.g.,
approximately —60 degrees and approximately 60 degrees).
Moreover, the beam pattern shown in FIG. 7B also illustrates
interference in the form of “ripples” (e.g., ripple 17").

Some embodiments of the present invention seek to pro-
vide a transducer assembly that reduces the interference pro-
duced by sonar pulses transmitted from a downscan trans-
ducer element and one or more sidescan transducer elements
(e.g., the embodiment described with respect to FIG. 5).
Reduction in such interference may provide better sonar
returns, which may equate to better quality sonar image data
for a better quality sonar image for display to a user.

In some embodiments, a transducer assembly may include
a single transmit/receive transducer element and one or more
receive-only transducer elements. In such an embodiment,
the sonar pulses transmitted by the transmit/receive trans-
ducer element may not overlap with other sonar pulses from
other transducer elements, which may equate to reduced
interference, resulting in better sonar image quality from
sonar returns. Moreover, in some embodiments, the transmit/
receive transducer element may be configured to transmit
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sonar pulses in similar directions and ranges (thereby cover-
ing substantially the same area) as transducer assemblies that
employ multiple transmit/receive transducer elements (e.g.,
shown in FIG. 5).

FIG. 8 illustrates an exemplary embodiment of a trans-
ducer assembly 56 for reduced interference. The transducer
assembly 56 may comprise a first transducer element 66, a
second transducer element 62, and a third transducer element
64. Similar to the embodiments of the transducer assembly 96
described with respect to FIG. 5, the first transducer element
66 may be positioned within a housing 50 (e.g., the housing
described herein with respect to FIG. 3) such that it is aimed
downwardly (i.e., a downscan transducer element) and the
second and third transducer elements 62, 64 may be posi-
tioned within the housing 50 such that they are aimed out-
wardly and downwardly (i.e., sidescan transducer elements).
As noted herein, while the second and third transducer ele-
ments 62, 64 are depicted at an angle 030 degrees down from
horizontal, other angles may be used for orientation of the
transducer elements.

Unlike the transducer assembly 96 described with respect
to FIG. 5, the transducer assembly 56 shown in FIG. 8 com-
prises first, second, and third transducer elements 66, 62, 64
that vary in configuration, such that at least one transducer
element is configured as a transmit/receive transducer ele-
ment and at least one transducer element is configured as a
receive-only transducer element. In the depicted embodiment
of FIG. 8, the first transducer element 66 is configured as a
transmit/receive transducer element and the second and third
transducer elements 62, 64 are configured as receive-only
transducer elements.

The first transducer element 66 may be configured to trans-
mit sonar pulses in at least one direction substantially perpen-
dicular to a plane corresponding to the surface of the body of
water (e.g., project sonar pulses as a downscan transducer
element). As noted above with respect to FIG. 2A, in some
embodiments, the first transducer element 66 may be in com-
munication with transmitter circuitry, and the transmitter cir-
cuitry may be configured to transfer a transmit signal (e.g.,
from a transceiver/processor) to the first transducer element
66 to cause the first transducer element 66 to transmit the
sonar pulses. Additionally, the first transducer element 66
may be further configured to receive sonar returns from the
sonar pulses and convert the sound energy of the sonar returns
into downscan sonar return data in the form of electrical
signals representative of the sound energy. As noted above
with respect to FIG. 2A, in some embodiments, the first
transducer element 66 may be in communication with
receiver circuitry, and the receiver circuitry may be config-
ured to transfer the sonar return data from the first transducer
element 66 (e.g., to a transceiver/processor) for processing
and generation of sonar image data for display to a user.

The second and third transducer elements 62, 64 may be
configured to receive sonar returns from the sonar pulses
(e.g., from the first transducer element 66) and convert sound
energy of the sonar returns into sidescan sonar return data in
the form of electrical signals representative of the sound
energy. As noted above with respect to FIG. 2A, in some
embodiments, the second and third transducer elements 62,
64 may each be in communication with receiver circuitry, and
the receiver circuitry may be configured to transfer the sonar
return data from each of the second and third transducer
elements 62, 64 (e.g., to a transceiver/processor) for process-
ing and generation of sonar image data for display to a user.

As noted above, embodiments of the present invention
conceive of transducer assemblies being configured with any
combination of orientation of transmit/receive elements and
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receive-only transducer elements. For example, in some
embodiments, a transducer assembly may comprise a linear
downscan transmit/receive transducer element and at least
one sidescan receive-only transducer element. Likewise, with
reference to FIG. 12, in another example embodiment, a
housing 250 with a containment volume 254 may include a
transducer assembly 236. The transducer assembly 236 may
comprise three linear transducer elements 266, 262, 264 and
a circular transducer element 268. In such an embodiment,
the first linear transducer element 266 and the circular trans-
ducer element 268 may be configured as transmit/receive
transducer elements and the second and third linear trans-
ducer element may be configured as receive-only transducer
elements.

In some embodiments, the circular transducer element 268
and the first linear transducer element 266 may be configured
to transmit sonar pulses at different frequencies so as to
minimize potential overlap (and, thus, interference) between
the sonar pulses. Additionally or alternatively, the circular
transducer element 268 and the first linear transducer element
266 may be configured for alternate timing of transmission of
sonar pulses so as to minimize potential overlap (and, thus,
interference) between the sonar pulses.

Thus, as noted above, the circular transducer element 268
may be configured to transmit sonar pulses in a wider area,
which is different than the first linear transducer element 266,
which is configured to transmit sonar pulses in a fan-shaped
beam. Likewise, the linear transducer elements 266, 262, 264
may be configured to receive (e.g., listen for) sonar pulses in
fan-shaped beam area. Thus, some of the sonar pulse emitted
by the circular transducer 236 may be outside the listening
range of the linear transducer elements 266, 262, 264. How-
ever, as noted above, the circular transducer element 236 may
be configured as a transmit/receive transducer element and,
thus, be configured to receive sonar pulses from an area
equivalent to the transmission area. Thus, as is consistent with
the disclosure herein, some embodiments of the present
invention may define a transducer assembly with transducer
elements configured to listen to particular areas (e.g., fan-
shaped beam areas) for customized sonar returns and sonar
images.

As noted above, the shapes and materials used for the
transducer elements may vary. In depicted embodiment, the
first, second, and third transducer elements 66, 62, 64 each
comprise linear transducer elements and may be made of
piezoelectric material. Such a transducer element, if it is
configured to transmit, transmits sonar pulses in the form of a
fan-shaped beam. A linear piezoelectric transducer element is
advantageous because of its desirable range and quality for
transmission. However, as noted herein, some of the trans-
ducer elements may be configured as receive-only transducer
elements. Thus, other materials may be more desirable, as
they may prove different (if not better) during receipt of sonar
returns (e.g., PVDF material provides for shading and beam
forming) or, in some cases, may be more cost-effective. As
such, embodiments of the present invention enable different
materials to be used for each of the transducer elements in one
transducer assembly to configure the transducer assembly to
be more cost-effective and/or increase performance.

In some embodiments, it may be desirable to obtain wider
coverage for the sonar pulses that are transmitted from the
transmit/receive transducer element. For example, the trans-
ducer assembly 56 comprises only one transducer element
(e.g., the first downscan transducer element 66) that is con-
figured to transmit sonar pulses. However, this means that the
other two transducer elements (e.g., the second and third
sidescan transducer elements 62, 64) are not transmitting
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sonar pulses (contrary to the embodiment of the transducer
assembly 96 described with respect to FIGS. 5, 6 A, and 6B).
Thus, sonar pulses are not being projected directly in those
directions (e.g., 30 degrees down from horizontal on port and
starboard of the vessel). To account for this loss of coverage,
in some embodiments, the single transmit/receive transducer
element may be configured to transmit sonar pulses in a wider
area.

Typically transducer elements are partially surrounded by
sound-attenuating material that focuses the energy (and, thus,
the sonar pulses) of the transducer element. This sound-at-
tenuating material (e.g., foam padding) is configured to sub-
stantially attenuate transmission of sonar pulses there-
through. This results in the sonar pulses being transmitted
primarily from the transducer element surface(s) that is(are)
not covered by the sound-attenuating material. Additionally,
this results in the sonar returns being received primarily by
only the surface that is not covered. For example, with refer-
ence to FIG. 8A, a linear transducer element (e.g., the second
transducer element 62) defines a top surface 624, a bottom
surface 62d, and two opposing side surfaces 6256, 62¢. The
sound-attenuating material 75 (e.g., foam padding) may be
positioned proximate the top surface 62a and opposing side
surfaces 626, 62¢, with the bottom surface 62d remaining
uncovered. Thus, the second transducer element 62 may be
configured to receive sonar returns primarily through only the
bottom surface 62d. Additionally, if the second transducer
element 62 were configured to transmit sonar pulses (e.g., the
second transducer element 62' shown in FIG. 5), the sonar
pulses would be transmitted outwardly (e.g., into the water)
from only the bottom surface 62d. Additionally, the third
transducer element 64 may be similarly partially surrounded
by a sound-attenuating material.

In some embodiments, a shield may be positioned proxi-
mate the sound-attenuating material to hold the sound-attenu-
ating material in place and to further substantially attenuate
transmission of sonar pulses and receipt of sonar returns
therethrough. As shown in FIG. 8A, the shield 76 may be
positioned adjacent the sound-attenuating material 75 proxi-
mate the top surface 62a and opposing side surfaces 625, 62¢
of the second transducer element 62. Additionally, the third
transducer element 64 may be similarly partially surrounded
by a shield 76.

To create a wider coverage area for transmission of sonar
pulses of the transmit/receive transducer element, in some
embodiments, the sound-attenuating material and/or shield
may be removed from portions of the transmit/receive trans-
ducer element. In particular, any surface of the transmit/
receive transducer element that is not covered by the sound-
attenuating material and/or shield may now transmit sonar
pulses, thereby increasing the coverage area of the sonar
pulses transmitted from the transmit/receive transducer ele-
ment.

FIG. 8A shows the first transducer element 66 (which is
configured as a transmit/receive transducer element) with
sound-attenuating material 75 and a shield 76 only covering
the top surface 66a. As such, the bottom surface 664 and
opposing side surfaces 665, 66¢ are free from the sound-
attenuating material 75 and shield 76.

FIG. 8B shows a conceptual schematic of an example beam
coverage of the example transducer assembly of FIG. 8. In
particular, FIG. 8B illustrates the beneficial gain in beam
coverage from removal of the sound-attenuating material 75
and shield 76 from the first transducer element 66. In the
depicted embodiment, the first transducer element 66 is now
configured to transmit sonar pulses in the form of a fan-
shaped beam from the bottom surface 664 and the opposing
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side surfaces 665, 66¢ without transmitting sonar pulses from
the top surface 66a. Thus, the first transducer element 66 is
configured to emit a fan-shaped beam of sonar pulses in a
direction substantially perpendicular to the surface of the
water (e.g., beam 80), as well as in opposite directions that are
substantially parallel to the surface of the water (e.g., beams
82, 84). This provides a wider coverage of sonar pulses and,
in fact, provides a similar coverage of sonar pulses as the
transducer assembly 96 of FIG. 5. Along these same lines, the
beams 80, 82, 84 shown in FIG. 8B are conceptual in nature.
Therefore, while gaps are shown in between each of the
beams 80, 82, 84, in some embodiments, the first transducer
element 66 may not include gaps when transmitting sonar
pulses and, thus, full coverage below and to the sides of the
first transducer element 66 is obtained (shown as beam 86 in
FIG. 8C). For example, the beams 80, 82, 84 may provide
substantially continuous sonar coverage from one side of a
vessel on which the housing is mounted to an opposite side of
the vessel (e.g., beam 86 shown in FIG. 8C). As shown and
described herein, FIGS. 8A, 8B, and 8C are conceptual in
nature and, thus, the size and shape of the sound-attenuating
material and/or shield is not meant to limit embodiments of
the present invention and is used for explanatory purposes.

FIGS. 9A and 9B illustrate beam patterns created by trans-
mission of sonar pulses from embodiments in which the
downscan transducer element (with bottom and opposing
side surface free from sound-attenuating material and shield)
is configured to transmit sonar pulses without the sidescan
transducer elements transmitting sonar pulses (e.g., trans-
ducer assembly 56). FIG. 9A illustrates an example beam
pattern for an 800 kHz operating frequency of the transducer
assembly 56 shown in FIG. 8. The beam pattern illustrates
peak performance at approximately O degrees and sustained
performances only slightly attenuated from 30 degrees to 60
degrees and from —30 degrees to —-60 degrees. Similarly, FIG.
9B illustrates an example beam pattern for a 455 kHz oper-
ating frequency of the transducer assembly 56 shown in FIG.
8. The beam pattern illustrates peak performance at approxi-
mately 0 degrees and slightly smaller peak performances at
approximately -60 degrees and approximately 60 degrees.
This beam pattern, when compared to the beam pattern shown
in FIGS. 7A and 7B, provides further evidence that a similar
(and wide) beam coverage area is produced. In fact, these
beam pattern plots illustrate that little coverage is lost by
transmitting sonar pulses from the bottom surface and oppos-
ing side surface of the downscan transducer element (FIG. 8)
instead of transmitting sonar pulses from both the downscan
transducer element and the two sidescan transducer elements
(FIG. 5).

Additionally, the beam patterns illustrated by FIGS. 9A
and 9B also show a significant reduction in interference (as
illustrated by fewer “ripples”) when compared to the beam
patterns shown in FIGS. 7A and 7B. In particular, the beam
patterns of FIGS. 9A and 9B appear smoother than the beam
patterns of FIGS. 7A and 7B. This illustrates that the over-
lapping beam problems of the transducer assembly 96 of FIG.
5 are substantially alleviated with the transducer assembly 56
of FIG. 8.

FIGS. 10A and 10B illustrate further evidence of reduced
interference in sonar images created from transducer assem-
bly 56 of FIG. 8 (shown if FIG. 10A) as opposed to the
transducer assembly 96 of FIG. 5 (shown in FIG. 10B).

FIG. 10A shows a sonar image, which may be displayed to
a user, of sonar returns from the transducer assembly 56 of
FIGS. 8, 8A, and 8B. The sonar image is divided into two
portions. The first portion 91 (on the left) illustrates a con-
ceptual sidescan sonar image of both sides of the bottom of
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the sea floor from the boat, as if the boat were traveling along
the line corresponding to O feet in depth. The bottom ofthe sea
floor is indicated to be present at around a little less than 50
feet below the boat. This is illustrated by the relatively solid
white line that runs from top of the window to the bottom of
the window around 50 feet. Areas near the bottom of the sea
floor (e.g., around areas 93) appear consistent and smooth in
FIG. 10A. The second portion 92 illustrates a downscan sonar
view from the bottom of the boat, as if the boat was at the top
of the window. Thus, the bottom of the sea floor appears
located around 40 to 45 feet.

FIG. 10B shows a sonar image, which may be displayed to
a user, of sonar returns from the transducer assembly 96 of
FIG. 5 atthe same location. The first portion 92' shows that the
bottom of the sea floor is similarly located around a little less
than 50 feet below the boat. However, as can be seen with
reference to the sidescan sonar image areas 93', areas near the
bottom of the sea floor have inconsistencies (e.g., “ripples™)
which correlate to the “ripples” in the beam pattern shown in
FIGS. 7A and 7B and the interference of sonar pulses that are
transmitted from each of the downscan and sidescan trans-
ducer elements.

FIG. 10A show an example of images that may be pro-
duced by embodiments of the present invention. For this
example, assume the top of the display (identified by arrow
210) shows the most recent data (e.g., corresponding to the
vessel’s current position) and the bottom of the display (iden-
tified by arrow 212) shows the oldest data. In some embodi-
ments, the first transducer element 66 may be configured to
receive sonar returns indicative of depth data, bottom feature
data, or water column data for the portion of the sea floor
beneath the water craft, e.g., that portion between reference
points B and D in FIG. 10A.

FIG. 11 illustrates a flowchart according to an example
method for operating a transducer assembly according to an
example embodiment 100. Operations that are shown in
dashed lines need to necessarily be performed for embodi-
ments of the present invention. Some of the operations illus-
trated in and described with respect to FIG. 11 may, for
example, be performed by, with the assistance of, and/or
under the control of one or more of the processor 32 or
transceiver 34. Operation 102 may comprise transferring a
transmit signal to cause a linear downscan transmit/receive
transducer element to transmit the sonar pulses. The proces-
sor 32, transceiver 34, or transmitter circuitry 71 may, for
example, provide means for performing operation 102.
Operation 104 may comprise transmitting sonar pulses from
the linear downscan transmit/receive transducer element.

Operation 106 may comprise receiving sonar returns from
the sonar pulses with the linear downscan transmit/receive
transducer element and converting the sonar returns into
downscan sonar return data. Operation 108 may comprise
receiving sonar returns from the sonar pulses with at least one
sidescan receive-only transducer element and converting the
sonar returns into sidescan sonar return data. Operation 110
may comprise transferring the downscan sonar return data
indicative of the sonar returns to the processor. The trans-
ceiver 34 or receiver circuitry 72 may, for example, provide
means for performing operation 110. Operation 112 may
comprise transferring the sidescan sonar return data indica-
tive ofthe sonar returns to the processor. The transceiver 34 or
receiver circuitry 72 may, for example, provide means for
performing operation 112.

Operation 114 may comprise processing the sonar return
data and generating sonar image data. The processor 32 may,
for example, provide means for performing operation 114.
Operation 116 may comprise displaying a sonar image from
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the sonar image data. The processor 32, user interface 39, or
display 38 may, for example, provide means for performing
operation 116.

Many modifications and other embodiments of the inven-
tions set forth herein will come to mind to one skilled in the art
to which these embodiments pertain having the benefit of the
teachings presented in the foregoing descriptions and the
associated drawings. Therefore, it is to be understood that the
inventions are not to be limited to the specific embodiments
disclosed and that modifications and other embodiments are
intended to be included within the scope of the appended
claims. Although specific terms are employed herein, they are
used in a generic and descriptive sense only and not for
purposes of limitation.

The invention claimed is:

1. A transducer assembly comprising:

a housing mountable to a water craft capable of traversing
a surface of a body of water;

a linear downscan transmit/receive transducer element
positioned within the housing and aimed downwardly,
and configured to transmit sonar pulses in the form of a
fan-shaped beam in at least a direction substantially
perpendicular to a plane corresponding to the surface of
the body of water, wherein the linear downscan transmit/
receive transducer element is further configured to
receive sonar returns from the sonar pulses and convert
sound energy of the sonar returns into downscan sonar
return data in the form of electrical signals representa-
tive of the sound energy, wherein the linear downscan
transmit/receive transducer element defines a substan-
tially rectangular shape with a top surface, bottom sur-
face, and opposing side surfaces;

sound-attenuating material configured to substantially
attenuate transmission of sonar pulses therethrough,
wherein the sound-attenuating material is positioned
proximate to the top surface of the linear downscan
transmit/receive transducer element, and wherein the
opposing side surfaces and bottom surface are substan-
tially free of the sound-attenuating material such that the
linear downscan transmit/receive transducer element is
configured to transmit sonar pulses from the bottom
surface and opposing side surfaces; and

at least one sidescan receive-only transducer element posi-
tioned within the housing and aimed outwardly and
downwardly, and configured to receive sonar returns
from the sonar pulses transmitted at least from one ofthe
opposing side surfaces of the linear downscan transmit/
receive transducer element and convert sound energy of
the sonar returns into sidescan sonar return data in the
form of electrical signals representative of the sound
energy.

2. The transducer assembly according to claim 1 further

comprising:

transmitter circuitry in communication with the linear
downscan transmit/receive transducer element, wherein
the transmitter circuitry is configured to transfer a trans-
mit signal to the linear downscan transmit/receive trans-
ducer element to cause the linear downscan transmit/
receive transducer element to transmit the sonar pulses;
and

receiver circuitry in communication with the linear down-
scan transmit/receive transducer element and the at least
one sidescan receive-only transducer element, wherein
the receiver circuitry is configured to transfer said sonar
return data from the linear downscan transmit/receive
transducer element and the at least one sidescan receive-
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only transducer element for processing and generation
of sonar image data for display to a user.

3. The transducer assembly according to claim 1 further
comprising a shield configured to substantially attenuate
transmission of sonar pulses therethrough, wherein the shield
is positioned adjacent to the sound-attenuating material
proximate to the top surface of the linear downscan transmit/
receive transducer element, the opposing sides and bottom
surface being free of the shield.

4. The transducer assembly according to claim 1, wherein
the respective sonar pulses produced from each of the bottom
surface and opposing side surfaces of the linear downscan
transmit/receive transducer element collectively provide sub-
stantially continuous sonar coverage from one side of the
water craft to an opposite side of the water craft.

5. The transducer assembly according to claim 1, wherein
the at least one sidescan receive-only transducer element
comprises a different material than the linear downscan trans-
mit/receive transducer element.

6. The transducer assembly according to claim 1, wherein
the linear downscan transmit/receive transducer element is
configured to operate at a selected one of at least two select-
able operating frequencies.

7. The transducer assembly according to claim 6, wherein
the selectable operating frequencies include about 455 kHz
and about 800 kHz.

8. The transducer assembly according to claim 1, wherein
the fan-shaped beam comprises a beamwidth of about 0.8
degrees by about 32 degrees or of about 1.4 degrees by about
56 degrees.

9. The transducer assembly according to claim 1, wherein
the at least one sidescan receive-only transducer element
comprises a first sidescan receive-only transducer element
and a second sidescan receive-only transducer element.

10. The transducer assembly according to claim 9, wherein
the first sidescan receive-only transducer element is posi-
tioned within the housing so as to be aimed about a 30 degree
angle downward from the plane parallel to the surface of the
water, and wherein the second sidescan receive-only trans-
ducer element is positioned within the housing so as to be
aimed about a 30 degree angle downward from the plane
parallel to the surface of the water.

11. The transducer assembly according to claim 9, wherein
the first sidescan receive-only transducer element faces sub-
stantially to the port side of the water craft, and wherein the
second sidescan receive-only transducer element faces sub-
stantially to the starboard side of the water craft.

12. The transducer assembly according to claim 9, wherein
the first and second sidescan receive-only transducer ele-
ments are linear transducer elements.

13. The transducer assembly according to claim 12,
wherein a length of a rectangular face of each of the linear
downscan and first and second linear sidescan transducer
elements is about 204 mm and a width of the rectangular face
of each of the transducer elements is about 3 mm.

14. The transducer assembly according to claim 9, wherein
the linear downscan transmit/receive transducer element and
the first and second sidescan receive-only transducer ele-
ments are positioned within the housing such that longitudi-
nal lengths of each of the transducer elements are substan-
tially parallel to each other.

15. The transducer assembly according to claim 9, wherein
the linear downscan transmit/receive transducer element and
the first and second sidescan receive-only transducer ele-
ments are positioned side-by-side with respect to each other.

16. The transducer assembly according to claim 9, wherein
the linear downscan transmit/receive transducer element is
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positioned between the first sidescan receive-only transducer
element and second sidescan receive-only transducer ele-
ment.
17. The transducer assembly according to claim 1, wherein
each of the linear downscan transmit/receive transducer ele-
ment and the at least one sidescan receive-only transducer
element is configured to communicate with a transceiver.
18. The transducer assembly according to claim 1, wherein
alength of a rectangular face of the linear downscan transmit/
receive transducer element is about 204 mm and a width of the
rectangular face is about 3 mm.
19. The transducer assembly according to claim 1, wherein
the fan-shaped beam comprises a beamwidth in a direction
parallel to a longitudinal length of the linear downscan trans-
mit/receive transducer element less than about five percent as
large as a beamwidth of the fan-shaped beam in a direction
perpendicular to the longitudinal length of the linear down-
scan transmit/receive transducer element.
20. The transducer assembly according to claim 1, wherein
the linear downscan transmit/receive transducer element is
configured to generate sonar pulses defining a fan-shaped
beam extending from one side of the water craft to an opposite
side of the water craft.
21. The transducer assembly according to claim 1, wherein
the housing has a streamlined shape.
22. The transducer assembly according to claim 1, wherein
the linear downscan transmit/receive transducer element gen-
erates downscan sonar return data representing depth data.
23. The transducer assembly according to claim 1, wherein
the linear downscan transmit/receive transducer element gen-
erates downscan sonar return data representing water column
data.
24. The transducer assembly according to claim 1, wherein
the linear downscan transmit/receive transducer element gen-
erates downscan sonar return data representing bottom data.
25. The transducer assembly according to claim 1, wherein
the linear downscan transmit/receive transducer element gen-
erates downscan sonar return data representing two or more
of depth data, water column data, and bottom data.
26. The transducer assembly according to claim 1, wherein
the linear downscan transmit/receive transducer element gen-
erates downscan sonar return data representing data vertically
below the linear downscan transmit/receive transducer ele-
ment.
27. The transducer assembly according to claim 1, further
comprising a circular transmit/receive transducer element
positioned within the housing.
28. A sonar system comprising:
a housing mountable to a water craft capable of traversing
a surface of a body of water;

a linear downscan transmit/receive transducer element
positioned within the housing and aimed downwardly,
and configured to transmit sonar pulses in the form of a
fan-shaped beam in at least a direction substantially
perpendicular to a plane corresponding to the surface of
the body of water, wherein the linear downscan transmit/
receive transducer element is further configured to
receive sonar returns from the sonar pulses and convert
sound energy of the sonar returns into downscan sonar
return data in the form of electrical signals representa-
tive of the sound energy, wherein the linear downscan
transmit/receive transducer element defines a substan-
tially rectangular shape with a top surface, bottom sur-
face, and opposing side surfaces;

sound-attenuating material configured to substantially

attenuate transmission of sonar pulses therethrough,
wherein the sound-attenuating material is positioned
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proximate to the top surface of the linear downscan
transmit/receive transducer element, and wherein the
opposing side surfaces and bottom surface are substan-
tially free of the sound-attenuating material such that the
linear downscan transmit/receive transducer element is
configured to transmit sonar pulses from the bottom
surface and opposing side surfaces;

at least one sidescan receive-only transducer element posi-

tioned within the housing and aimed outwardly and
downwardly, and configured to receive sonar returns
from the sonar pulses transmitted at least from one of the
opposing side surfaces of the linear downscan transmit/
receive transducer element and convert sound energy of
the sonar returns into sidescan sonar return data in the
form of electrical signals representative of the sound
energy; and

aprocessor configured to receive said sonar return data and

generate sonar image data for display to a user.

29. The sonar system according to claim 28 further com-
prising:

transmitter circuitry in communication with the linear

downscan transmit/receive transducer element, wherein
the transmitter circuitry is configured to transfer a trans-
mit signal to the linear downscan transmit/receive trans-
ducer element to cause the linear downscan transmit/
receive transducer element to transmit the sonar pulses;
and

receiver circuitry in communication with the linear down-

scan transmit/receive transducer element and the at least
one sidescan receive-only transducer element, wherein
the receiver circuitry is configured to transfer said sonar
return data from the linear downscan transmit/receive
transducer element and the at least one sidescan receive-
only transducer element to the processor.

30. The sonar system according to claim 28 further com-
prising a shield configured to substantially attenuate trans-
mission of sonar pulses therethrough, wherein the shield is
positioned adjacent to the sound-attenuating material proxi-
mate to the top surface of the linear downscan transmit/
receive transducer element, the opposing sides and bottom
surfaces being free of the shield.

31. The sonar system according to claim 28, wherein the
respective sonar pulses produced from each of the bottom
surface and opposing side surfaces of the linear downscan
transmit/receive transducer element collectively provide sub-
stantially continuous sonar coverage from one side of the
water craft to an opposite side of the water craft.

32. The sonar system according to claim 28, wherein the at
least one sidescan receive-only transducer element comprises
a different material than the linear downscan transmit/receive
transducer element.

33. The sonar system according to claim 28, wherein the
linear downscan transmit/receive transducer element is con-
figured to operate at a selected one of at least two selectable
operating frequencies.

34. The sonar system according to claim 33, wherein the
selectable operating frequencies include about 455 kHz and
about 800 kHz.

35. The sonar system according to claim 28, wherein the
fan-shaped beam comprises a beamwidth of about 0.8
degrees by about 32 degrees or of about 1.4 degrees by about
56 degrees.

36. The sonar system according to claim 28, wherein the at
least one sidescan receive-only transducer element comprises
a first sidescan receive-only transducer element and a second
sidescan receive-only transducer element.
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37. The sonar system according to claim 36, wherein the
first sidescan receive-only transducer element is positioned
within the housing so as to be aimed about a 30 degree angle
downward from the plane parallel to the surface of the water,
and wherein the second sidescan receive-only transducer ele-
ment is positioned within the housing so as to be aimed about
a 30 degree angle downward from the plane parallel to the
surface of the water.

38. The sonar system according to claim 36, wherein the
first sidescan receive-only transducer element faces substan-
tially to the port side of the water craft, and wherein the
second sidescan receive-only transducer element faces sub-
stantially to the starboard side of the water craft.

39. The sonar system according to claim 36, wherein the
first and second sidescan receive-only transducer elements
are linear transducer elements.

40. The sonar system according to claim 39, wherein a
length of a rectangular face of each of the linear downscan and
first and second linear sidescan transducer elements is about
204 mm and a width of the rectangular face of each of the
transducer elements is about 3 mm.

41. The sonar system according to claim 36, wherein the
linear downscan transmit/receive transducer element and the
first and second sidescan receive-only transducer elements
are positioned within the housing such that longitudinal
lengths of each of the transducer elements are substantially
parallel to each other.

42. The sonar system according to claim 36, wherein the
linear downscan transmit/receive transducer element and the
first and second sidescan receive-only transducer elements
are positioned side-by-side with respect to each other.

43. The sonar system according to claim 36, wherein the
linear downscan transmit/receive transducer element is posi-
tioned between the first sidescan receive-only transducer ele-
ment and second sidescan receive-only transducer element.

44. The sonar system according to claim 28 further com-
prising a transceiver, wherein each of the linear downscan
transmit/receive transducer element and the at least one side-
scan receive-only transducer element is configured to com-
municate with the transceiver.

45. The sonar system according to claim 28, wherein a
length of a rectangular face of the linear downscan transmit/
receive transducer element is about 204 mm and a width of the
rectangular face is about 3 mm.

46. The sonar system according to claim 28, wherein the
fan-shaped beam comprises a beamwidth in a direction par-
allel to a longitudinal length of the linear downscan transmit/
receive transducer element less than about five percent as
large as a beamwidth of the fan-shaped beam in a direction
perpendicular to the longitudinal length of the linear down-
scan transmit/receive transducer element.

47. The sonar system according to claim 28, wherein the
linear downscan transmit/receive transducer element is con-
figured to generate sonar pulses defining a fan-shaped beam
extending from one side of the water craft to an opposite side
of the water craft.

48. The sonar system according to claim 28, wherein the
housing has a streamlined shape.

49. The sonar system according to claim 28, wherein the
linear downscan transmit/receive transducer element gener-
ates downscan sonar return data representing depth data.

50. The sonar system according to claim 28, wherein the
linear downscan transmit/receive transducer element gener-
ates downscan sonar return data representing water column
data.
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51. The sonar system according to claim 28, wherein the
linear downscan transmit/receive transducer element gener-
ates downscan sonar return data representing bottom data.

52. The sonar system according to claim 28, wherein the
linear downscan transmit/receive transducer element gener-
ates downscan sonar return data representing two or more of
depth data, water column data, and bottom data.

53. The sonar system according to claim 28, wherein the
linear downscan transmit/receive transducer element gener-
ates downscan sonar return data representing data vertically
below the linear downscan transmit/receive transducer ele-
ment.

54. The sonar system according to claim 28 further com-
prising an Ethernet Hub in communication with the proces-
SOf.

55. The sonar system according to claim 28, wherein the
sonar system is provided within the housing.

56. The sonar system according to claim 28 further com-
prising a display configured to present an image representing
the sonar image data.

57. The sonar system according to claim 56, wherein the
display is configured to simultaneously present different
images representing different information for the sonar image
data.

58. The sonar system according to claim 56, wherein the
display is user-configurable to define a predefined set of dis-
play images that may be presented.

59. The sonar system according to claim 56, wherein the
display further displays at least one oftime, temperature, GPS
information, or waypoint designations.

60. The sonar system according to claim 28, further com-
prising a circular transmit/receive transducer element posi-
tioned within the housing.

61. A method comprising:

transmitting sonar pulses from a linear downscan transmit/

receive transducer element positioned within a housing
mountable to a water craft capable of traversing a sur-
face of a body of water, wherein each of the sonar pulses
is transmitted as a fan-shaped beam in at least a direction
substantially perpendicular to a plane corresponding to
the surface of the body of water, wherein sound-attenu-
ating material is positioned proximate to the top surface
of the linear downscan transmit/receive transducer ele-
ment, and wherein the opposing side surfaces and bot-
tom surface are substantially free of the sound-attenuat-
ing material such that the linear downscan transmit/
receive transducer element is configured to transmit
sonar pulses from the bottom surface and opposing side
surfaces, wherein the sound-attenuating material is con-
figured to substantially attenuate transmission of sonar
pulses therethrough;

receiving sonar returns from the sonar pulses with the

linear downscan transmit/receive transducer element,
the linear downscan transmit/receive transducer element
being configured to convert sound energy of the sonar
returns into downscan sonar return data in the form of
electrical signals representative of the sound energy;
receiving, with at least one sidescan receive-only trans-
ducer element, sonar returns from the sonar pulses trans-
mitted at least from one of the opposing side surfaces of
the linear downscan transmit/receive transducer ele-
ment, the sidescan receive-only transducer element
being configured to convert sound energy of the sonar
returns into sidescan sonar return data in the form of
electrical signals representative of the sound energy; and
processing, by a processor, the downscan sonar return data
received from the linear downscan transmit/receive
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transducer element and the sidescan sonar return data
received from the at least one sidescan transducer
receive-only element to produce sonar image data for
display to a user.
62. The method according to claim 61 further comprising:
transferring a transmit signal through transmitter circuitry
in communication with the linear downscan transmit/
receive transducer element to cause the linear downscan
transmit/receive transducer element to transmit the
sonar pulses;
transferring the downscan sonar data indicative of the
sonar returns received by the linear downscan transmit/
receive transducer element through a first receiver cir-
cuitry in communication with the linear downscan trans-
mit/receive transducer element to the processor;

transferring the sidescan sonar data indicative of the sonar
returns received by the at least one sidescan transducer
receive only element through a second receiver circuitry
in communication with the at least one sidescan trans-
ducer receive only element to the processor.

63. The method according to claim 61, wherein transmit-
ting sonar pulses from the linear downscan transmit/receive
transducer element comprises transmitting sonar pulses from
a bottom surface and opposing side surfaces such that the
fan-shaped beams formed from the respective sonar pulses
produced from each of the bottom surface and opposing side
surfaces of the linear downscan transmit/receive transducer
element to provide substantially continuous sonar coverage
from one side of the water craft to an opposite side of the
water craft.

64. The method according to claim 61, wherein transmit-
ting sonar pulses from the linear downscan transmit/receive
transducer element comprises operating the linear downscan
transmit/receive transducer element at a selected one of at
least two selectable operating frequencies.

65. The method according to claim 64, wherein the select-
able operating frequencies include about 455 kHz and about
800 kHz.

66. The method according to claim 61, wherein receiving
sonar returns from the sonar pulses with the at least one
sidescan receive-only transducer element comprises receiv-
ing sonar returns from the sonar pulses with a first sidescan
receive-only transducer element and a second sidescan
receive-only transducer element.

67. The method according to claim 61, wherein transmit-
ting sonar pulses from the linear downscan transmit/receive
transducer element comprises generating sonar pulses defin-
ing a fan-shaped beam extending from one side of the water
craft to an opposite side of the water craft.

68. The method according to claim 61, wherein receiving
sonar returns from the sonar pulses with the linear downscan
transmit/receive transducer element comprises generating
downscan sonar return data representing depth data.

69. The method according to claim 61, wherein receiving
sonar returns from the sonar pulses with the linear downscan
transmit/receive transducer element comprises generating
downscan sonar return data representing water column data.

70. The method according to claim 61, wherein receiving
sonar returns from the sonar pulses with the linear downscan
transmit/receive transducer element comprises generating
downscan sonar return data representing bottom data.

71. The method according to claim 61, wherein receiving
sonar returns from the sonar pulses with the linear downscan
transmit/receive transducer element comprises generating
downscan sonar return data representing two or more of depth
data, water column data, and bottom data.
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72. The method according to claim 61, wherein receiving
sonar returns from the sonar pulses with the linear downscan
transmit/receive transducer element comprises generating
downscan sonar return data representing data vertically
below the linear downscan transmit/receive transducer ele-
ment.

73. The method according to claim 61 further comprising
presenting an image representing the sonar image data on a
display.

74. The method according to claim 61, further comprising
transmitting second sonar pulses from a circular transmit/
receive transducer element positioned within the housing,
and receiving second sonar returns from the second sonar
pulses with the circular transmit/receive transducer element.
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